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TriTech offers innovative, high-quality spray
equipment products that are developed and
manufactured by a management team

with over 100 years of combined

experience in the professional

spray equipment

industry. /

1866 387-4832



3800 PSI1 (260 BAR)
Airless Gun
Work Under Higher Pressure

"% . 3600 PSI(245BAR)

= * Rirless Gun
' A %8 High Quality-Refined Design

E
The T380 has been designed to work under higher The T360 is the leading spray gun among professional
pressure than other competitive guns for a broader painters nationwide offering many outstanding features. The
range of applications. The aircraft quality aluminum lightweight balanced handle with an extremely comfortable
alloy handle, stainless steel and tungsten carbide valve trigger pull and superior valve-stem design, make this gun
assembly and hose swivel are all precision machined the number one choice among professional painters. All
for reliable performance. Reliability you can depend on! TriTech equipment is made from the highest quality aircraft

aluminum for greater durability and reliability.

= eSS B —

Available with
T93R Contractor Series
Tip & Guard

No Adjustments -
Calibrated Spring
& Valve Stem

The valve stem assembly
never needs adjustments -
even when you rebuild it.

The trigger spring is
calibrated to provide the least

resistance while assuring a positive
shut-off at maximum pressure.

Available with 2-finger or 4-finger triggers.

Superior Hose Swivel
is Standard

Both Airless Guns with Positive Shut-Off
Shut-off valve is located outside the fluid passages .
for reduced friction and longer service life. ?EITE

MADE IN THE U.S.A.

T380 SPRAY GUN - 3,800 PSI (260 BAR) MWP

1360 SPRAY GUN - 3,600 PSI (245 BAR) MWP

Part No. Description Part No. Description
501-155 T380 2-Finger with T93R Tip and Guard - 7/8” 503-150 T360 4-Finger with T93R Tip and Guard - 7/8"
501-255 T380 2-Finger with T93R Tip and Guard - 11/16” 503-151 T360 4-Finger with T93R Tip and Guard - 11/16”
501-150 T380 4-Finger with T93R Tip and Guard - 7/8” 503-152 T360 2-Finger with T93R Tip and Guard - 7/8"
501-251 T380 4-Finger with T93R Tip and Guard - 11/16” 503-153 T360 2-Finger with T93R Tip and Guard - 11/16”
501-155-GTH Gun, Tip & Hose Kit 7/8”, 2-Finger 503-154 T360 4-finger NO Tip and Guard - 7/8"
501-150-GTH Gun, Tip & Hose Kit 7/8”, 4-Finger 503-155 T360 4-finger NO Tip and Guard - 11/16”
503-156 T360 2-finger NO Tip and Guard - 7/8”
503-157 T360 2-finger NO Tip and Guard - 11/16”
T380'T360 F“.TEns 503-150-GTH Gun, Tip & Hose Kit 7/8”, 4-Finger
Part No. Description 503-152-GTH Gun, Tip & Hose Kit 7/8”, 2-Finger
105-042-2 Coarse/White 50 Mesh 2-Pack Tsan_]’sso spnnv a““ nEPAIn K“‘
105-043-2 Medium/Yellow 100 Mesh 2-Pack .
) Part No. Description
105-044-2 Fine/Blue 150 Mesh 2-Pack
503-092 T380-T360 Repair Kit
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High-strength aluminum alloy handle is lightweight, solid
and strong single piece forging that features an anodized
protective finish that is highly corrosion resistant. All internal
wetted parts are precision machined from stainless steel
and tungsten carbide for maximum duty life. Large,
one-hole diffuser provides increased fluid flow when spray-
ing viscous materials.

High-strength aluminum alloy handle is lightweight, solid
and strong two-piece forging and extrusion that features an
anodized protective finish that is highly corrosion resistant.
All internal wetted parts are precision machined from
stainless steel and tungsten carbide for maximum duty life.
Large, one-hole diffuser provides increased fluid flow when
spraying viscous materials.

Available with
T93R Contractor Series

Tip & Guard .
No Adjustments .\ .
Calibrated Spring

& Valve Stem

The valve stem assembly
never needs adjustments -
even when you rebuild it.

The trigger spring is
calibrated to provide the least
resistance while assuring a positive
shut-off at maximum pressure.

Available with 2-finger or 4-finger triggers.

Superior Hose Swivel
- isStandard ———— 0 5

Positive Shut-Off

Shut-off valve is located outside
the fluid passages for reduced
friction and longer service life.

.‘ y Easy Filter Access
= The filter is easily accessed from
the handle for cleaning or replace-

ment by simply unscrewing the =
swivel from the handle. Nothing ?: ’ Tﬂ c h
else needs to be taken apart. LY e

MADE IN THE U.S.A.

T750 SPRAY GUN - 7,200 PS1 (500 BAR) MWP

Part No. Description

507-150 T750 4-Finger with T93R MAXX Tip and Guard - 7/8”
507-151 T750 4-Finger with T93R MAXX Tip and Guard - 11/16”
507-152 T750 2-Finger with T93R MAXX Tip and Guard - 7/8”
507-153 T750 2-Finger with T93R MAXX Tip and Guard - 11/16”
507-154 T750 4-Finger NO Tip & Guard - 7/8”

507-155 T750 4-Finger NO Tip & Guard - 11/16”

507-156 T750 2-Finger NO Tip & Guard - 7/8”

507-157 T750 2-Finger NO Tip & Guard - 11/16”

T730 SPRAY GUN REPAIR KIT

Part No. Description
507-092 T750 Repair Kit - 7/8” & 11/16”

1720 SPRAY GUN - 7,200 PSI (500 BAR) MWP

Part No. Description

506-150 T720 4-Finger with T93R MAXX Tip and Guard - 7/8”
506-151 T720 4-Finger with T93R MAXX Tip and Guard - 11/16”
506-152 T720 2-Finger with T93R MAXX Tip and Guard - 7/8”
506-153 T720 2-Finger with T93R MAXX Tip and Guard - 11/16”
506-154 T720 4-Finger NO Tip & Guard - 7/8”

506-155 T720 4-Finger NO Tip & Guard - 11/16”

506-156 T720 2-Finger NO Tip & Guard - 7/8”

506-157 T720 2-Finger NO Tip & Guard - 11/16”

T720 SPRAY GUN REPAIR KIT

Part No. Description
506-092 T750 Repair Kit - 7/8” & 11/16”
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(290 BAR) —="=x— "~ ——  3600PSI(248 BAR)

1w 5 3 Working Pressure . — Professional Airless

- un S . = Spray Gun
The T420 has been designed to work under higher pressure The T370-IL is the newest addition to the TriTech line of
than other competitive guns for a broader range of applica- airless spray guns. Designed with stainless steel wetted
tions. The aircraft quality aluminum alloy one-piece handle, parts, aircraft grade aluminum form fitting handle and
stainless steel and tungsten carbide valve assembly and TriTech proven spring outside material flow for long life.
hose swivel are all precision machined for reliable perfor- Use together with the Universal Spray Roller attachements
mance. Reliability you can depend on! to reach places with ease like never before.

s T S

Available with T93R
Contractor Series Tip &

Guard ——— &% ——>

B i listments - Calibrated = All stainless steel
o Adjustments - Calibrate | wetted parts

Spring & Valve Stem Tael ? P

The valve stem assembly
never needs adjustments -
even when you rebuild it.

The trigger spring is calibrated

to provide the least resistance : 7 Aircraft grade
while assuring a positive : : aluminum form
shut-off at maximum 1 - \ fitting handle
pressure. 1

Available with 2-finger or
4-finger triggers.

Superior Hose Swivel is i Filter in handle
Standard —————» :

Superior hose
! stainless
¥ steel swivel

Easy Filter Access Positive Shut-Off
The filter is easily Shut-off valve is
accessed from the & located outside the - - — —
handle for cleaning or fluid passages for
replacement by simply J \ reduced friction and
unscrewing the swivel longer service life.
from the handle.

Nothing else needs to

be taken apart.

B Spring outside material flow

1420 SPRAY GUN - 4,200 PSI (290 BAR) MWP

Part No. Description
500-150 T420 4-Finger with T93R Tip and Guard - 7/8” Longest lasting airless inline
500-151 T420 4-F?nger w?th T93R T?p and Guard - 11/16” gun on the market today
500-152 T420 2-Finger with T93R Tip and Guard - 7/8” | r
500-153 T420 2-Finger with T93R Tip and Guard - 11/16” . —— i
500-150-GTH Gun, Tip & Hose Kit 7/8”, 2-Finger T
500-152-GTH Gun, Tip & Hose Kit 7/8”, 4-Finger q
T420 SPRAY GUN REPAIR KIT T370 SPRAY GUN - 3,600 PSI (248 BAR) MWP
500-092 T420 Repair Kit - 7/8” 502-150 T370-IL Ariless Spray Gun
500-093 T420 Repair Kit - 11/16”
4
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UNIVERSAL SPRAY ROLLER TriTesh

PATENT PENDING MADE IN THE US.A.

Our revolutionary Universal Spray roller will fit on any most off pole swivel allows the operator to rotate the tip extension or
the shelf roller frames from 6” to 8” wide. This is the first of its extruded pole 360 degrees for hard to reach areas.

kind saving time and money with no overspray. With our (5 The pole comes with the T370IL inline airless spray gun made
Axis) slide block assembly you can now position the tip from all stainless steel for long life. Our new Universal Spray
precisely under or over the roller for perfect coverage. The Roller will save you time and money.

4

T370IL INLINE AIRLESS SPRAY GUN

e Max working pressure 3600 PSI / 248 BAR / 24.8 MPa
e All stainless steel wetted parts

® TriTech proven spring outside material flow for long life

POLE SWIVEL

e Allows for 360° rotation of tip extension or
extruded poles.

¢ Exclusive design from TriTech. SLIDE BLOCK ASSEMBLY

Part number 501-352. Available in 7/8” thread only. » 5 Axis adjustability precisely positions tip under
or over roller cover.
¢ Precise adjustments allows for any size roller nap.
e Easily detach roller frame for use in tight areas.

.
E u“ I PPEn F 0 n n EA c “ Roller handles and sleeves not included. l ' | I I

QllAlITY BUILT Comes with 18” extension pole
All metal construction. No plastic. and 5’ 3/16” whip for ease of use.
NO OVERSPRAY
Perfect for block walls on windy days FITS ANY ROLLER
or high end residental interiors. TriTech Universal Spray Roller
is designed to accept most any
“off-the-shelf” roller frame from
6” to 18” wide - truely unique!
106-425 Universal Spray Roller Kit Complete (includes gun)
106-420 Universal Spray Roller Only (no gun) 0
Includes one (1) 106-041 90° adaptor sca_n_cm!e 10 _see Imw to set up and use:
Both kits include one (1) 2017-717 and one (1) 203-1223 T93R Spray Tip Or visit: tritechindustries.com/anysizeroller 5
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TIP EXTENSIONS -
ALUMINUM

Tip extensions give you extra reach
for spraying soffits, high ceilings and
reduce back fatigue when spraying
floors and decks. Moving the spray
head away from you also keeps you
and your equipment cleaner.
Includes T93R Tip Guard.

TIP EXTENTIONS -
STAINLESS STEEL

Manufactured from the highest
quality stainless steel for high
pressure applications

POLE EXTENSIONS -

ALUMINUM

Made from strong and light weight
.'“, aluminum alloy extrusions for spray

or pressure roll applications. Smooth
ribbed 1” (2.5cm) diameter for a
sure, comfortable grip. Poles can be
combined to create different lengths
to suit your application. (Maximum
length should not exceed 10.5’
(3.2m).)

ADJUSTABLE ANGLE SPRAY
HEAD

Attach to your tip extension, spray
pole or directly to your spray gun to
spray at a variety of angles. 260
degrees of rotation allows you to
quickly and safely adapt to nearly
any spray application.

il 90° ANGLE ADAPTER
Attach between your spray gun and
" = pll) = extension pole to improve comfort.
Ideally suited for overhead spraying
such as ceilings and trusses.
= POLE SWIVEL

Allows for 360° rotation of tip
extension or extruded pole.
Exclusive design from TriTech.
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- MANXK SERIES
- T93R MAXX tips have a 7500 PSI (500

= ) i h
r : 3 s BAR) MWP for maximum pressure

MADE IN THE U.S.A. spray applications. This simple 3-com-
ponent design makes tip changes on
the job quick and safe.

CONTRACTOR SERIES s
. : . . ] 7500 PSI (500 BAR)
e . The T93R is available in 122 fan width and

"!.,: orifice combinations so you can match the Part No: /2072088
right tip to every coating you spray.
5000 PSI (345 BAR)
Part No: 200-XXX : d
GPM | 2-4 4-6 6-8 8-10 | 10-12 | 12-14 | 14-16 | 16-18 | 18-20 | LPM
HI-PRODUCTION SERIES 006 | for | 207 | o7 | o7 o
” 0.09 | 109 209 309 409 509 609 0.33
24” fan pattern On|Y- 012 | 111 211 311 411 511 611 0.49
Part No: 203-XXXX 0.18 | 113 213 313 413 513 613 713 813 0.69
. 0.24 | 115 215 315 415 515 615 715 815 0.91
Sizes from 203-1219 to 203-1239 0.31 | 117 217 | 817 | 417 | 517 617 717 817 | 917 [1.17
0.38 219 319 419 519 619 719 819 919 [ 1.47
0.47 221 321 421 521 621 721 821 921 | 1.79
a d € 0.57 223 323 423 523 623 723 823 923 [ 2.15
GPM | 2-4 4-6 6-8 8-10 | 10-12 | 12-14 [ 14-16 | 16-18 | 18-20 | LPM 0.67 225 325 425 525 625 725 825 925 | 2.54
0.05 107 207 307 407 0.02 0.74 327 427 527 627 727 827 927 2.96
0.09 109 209 309 409 509 609 0.33 0.90 329 429 529 629 729 829 929 | 3.42
0.12 111 211 311 411 511 611 0.49 1.03 331 431 531 631 731 831 931 3.90
0.18 | 113 213 313 413 513 613 713 813 0.69 117 333 433 533 633 733 833 933 | 4.42
024 | 115 215 315 415 515 615 715 815 0.91 1.31 335 435 535 635 735 835 935 | 4.98
031 [ 117 217 317 417 517 617 717 817 917 [1.17 1.47 337 437 537 637 737 837 937 | 5.56
0.38 219 319 419 519 619 719 819 919 [ 1.47 1.63 339 439 539 639 739 839 939 | 6.18
0.47 221 321 421 521 621 721 821 921 [1.79 1.80 341 441 541 641 741 841 941 | 6.83
0.57 223 323 423 523 623 723 823 923 [ 2.15 1.98 343 443 543 643 743 843 943 | 7.51
0.67 225 325 425 525 625 725 825 925 | 2.54 217 445 545 645 745 8.23
0.74 327 427 527 627 727 827 927 |2.96 2.37 447 547 647 747 8.98
0.90 329 429 529 629 729 829 929 | 3.42 2.58 449 549 649 746 9.76
1.03 331 431 531 631 731 831 931 [3.90 2.79 451 551 651 751 10.57
1.17 333 433 533 633 733 833 933 | 4.42 3.00 453 553 653 753 11.35
1.31 335 435 535 635 735 835 935 | 4.98 3.25 455 555 655 755 12.29
1.47 337 437 537 637 737 837 937 | 5.56 4.26 463 563 663 763 16.13
1.63 339 439 539 639 739 839 939 |6.18 4.43 465 565 665 765 17.17
5-10 10-15 15-20 | 20-20.5 [25.5-30.5|30.5-35.535.5-40.5| 40.5-46 | 46-51 5-10 10-15 15-20 | 20-20.5 |25.5-30.5[30.5-35.5[35.5-40.5( 40.5-46 | 46-51

SHABP ““En SEBIES Orifice Fan Width - Inches Flow Rate
. . . INCHES 2" LINE 4" LINE 6” LINE 12” LINE GPM LPM
\ The SHARP LINER reversible and flat tips are designed 0.013" | 213 0.18 0.68
] & for striping roads, parking lots, airports, athletic fields 0015" | 215 | 315 0.24 0.91
and interior floors of industrial warehouses. The spray 0.017” | 217 | 8317 a7 0.31 1.18
pattern design results in sharp distinct lines with minimal ~ |-&019"_|_219 g;’ ;‘;’ — 838 L
overspray. As with all of the TriTech tips the precision of 2% AL
the fan width and flow rate are unmatched. Sharp Liner . . = = o
k A - A p. 0.025” 325 425 625 0.67 2.55
Tip can be used on any airless line marking machine. 0.027” 327 427 627 0.77 2.93
| 5000 PSI (345 BAR) 0.029" 329 | 429 629 | 09 3.42
Par-t NO: 202_XXX 0.031” 331 431 631 1.03 3.91
A o 0.035” 435 635 1.31 4.98
Sharp Liner Flat: Part No: 210-XXX T o ¥
0.043” 1.98 7.52
2N P i __ Fanwidtninches |
§ = nigue adouble-oriiice atomizes the GPM| 24 | 46 | 68 | 810 | 10-12 | 12-14 | LPM
S coating twice - each time finer than the 005| 108 | 208 | 308 | 408 0.20
— first - to achieve an ultra fine finish. 25 fan 8?2 Hg ;12 g]g 412 512 — gig
iy . q q b 4 5 l
pattern/orifice size combinations are 038 | 114 [ 2140 | 3740 T4 s A e RS
available. 0.24 516 616 0.91
5000 PSI (345 BAR) b 518 ——
5-10 10-15 15-20 20-20.5 [ 25.5-30.5 | 30.5-35.5
Part No: 201-XXX Fan Width - Centimeters

SAFETY GUARD T93R Safety Guard fits most major _— MAKX SAFETY GUARD T93R Safety Guard fits most
manufacturers’ airless spray guns and accepts a= /. major manufacturers’ airless spray guns and
most tips. Large knurls for a sure grip. 5 accepts most tips. All metal parts are stainless

5000 PSI (345 BAR) . steel for durability.
Part No: 200-999 - 7/8” Thread Size R i 7500 PSI (500 BAR)

Part No: 200-998 - 11/16” Thread Size Part No: 207-999 - 7/8” Thread Size
Part No: 207-998 - 11/16” Thread Size

VA

Part No: 101-201 - Metal Saddle Seal Part No: 101-403 - Gasket Part No: 200-901 - Seal & Gasket
Part No: 200-995 - Seal & Gasket 5 Pack

www.tritechindustries.com TriTech Industries, Inc., 610 Rahway Avenue, Union, NJ 07083 USA




The T93R Airless

Tip System is the T ! T T = =
longest lasting, = k 1~

highest qua"ty tip MAXX Series Contractor Series Ultra-Finish Series Sharp Liner Series
AIRLESS TIP SYSTEM & guard available. High Production Series

PROPER TIP SIZING.

) ) Same fan width - difference orifice sizes: The example below

Tip Size I.D. Tag demonstrates the difference between tips with the same fan width, but

No more guessing what size increasing orifice sizes. The larger the orifice, the more coating you apply using
tip you’re spraying with! the same spray pressure and hand-speed as you spray.

d! @{Il

Different fan width - same orifice sizes: The example below demonstrates
the difference between tips with the same orifice size, but increasing fan sizes.
The same amount of coatings is applied over a larger area - or less coating per
square inch using the same pressure and hand-speed as you spray. When
necessary, remember to size up or down your orifice as you size up or down
your fan width if you want to apply the same amount of coating per square inch.

Hand-Tight Nut Seal Alignment : |’

The hand-tight nut on the T93R The patented tip seal has a square

Guard has large knurls for sure grip - opening that fits on the end of the tip

a”dllit’s hex Shape‘; ?fo you can handle. This unique feature allows you to

ﬁ:ft' 32’0%?393 \;vr:gr;c(:)o_lggsecessary. easily insert the seal into the guard. Then
simply twist the tip handle to line up the
seal cavity accurately to receive the tip

We formulate our own tungsten shaft. Quick, accurate installation EVERY

carbide with a Rockwell Hardness of TIME!

93 - a diamond’s hardness is 100. We

guarantee the longest tip life and

superior spray pattern in the industry. ?riTe l: h

MADE IN THE U.S.A.

(25¢m)
(25cm)
(25cm)

715

14
(36cm)

TIP SIZES - WHAT THE NUMBERS MEAN.

The first 3 digits specify The last two digits specify
the series of tip. 200- 5/15/° the flow of fluid through
38? = %gg Slontr'a:ctorh A the tip - this is the orifice.
= tra-Finis i i
203 = T93R Hi-Production ~ Double this number to lﬁiiﬁ%ﬂ'?ﬁ.?&i?ﬁé@i
205 = T93F Flat determine the fan width through the tip. The
206 = T93F Ultra-Finish when spraying 12" (30cm)  pressure you are spraying
207 = T93R MAXX from the surface. at also has an affect on

209 = T93F Hi-Volume Depending on pressure flow - more pressure
and material actual width equals more flow.

may vary by up to 2" (5cm).

o T 00 =

SIGNS OF TIP WEAR

Coating in from
spray gun

=

Soft Edges

Pre-orifice provides
initial atomization

Edges are more defined
and fan size is smaller
Edges very hard

Spray orifice provides
final atomization

Volume of fluid
Increased volume now worn beyond
of fluid flow efficient use
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INDUSTRIAL FLAT TIP

Fan Width - Inches

i i i GPM | 2-4 46 | 68 | 810 |10-12 | 12-14 | 14-16 | 16-18 | 18-20 | LPM
Uses 93C Carbide pressed into a high P ed 2o o8 8ae e

grade stainless housmg. A stainless steel 0.09 | 109 209 | 309 [ 409 | 509 609 0.33

insert is pressed behind the carbide to 012, 1 | git L 811 L A1t | 51T L B 049

. A p 018 | 113 | 213 | 313 | 413 | 513 613 713 | 813 0.69

‘ increase laminar flow and improve 024 | 115 | 215 | 315 | 415 | 515 615 | 715 | 815 091
1 E‘ atomization. The insert also improves the 0.31 [ 117 217 | 317 | 417 | 517 617 717 [ 817 | 917 [1.47

; p . 0.38 219 | 319 | 419 | 519 619 719 | 819 | 919 1.

T life of the carbide because less pressure 047 T T N T T 5
R is requwed to achieve atomization. 0.57 223 323 423 523 623 723 823 923 | 2.15
- 0.67 225 | 325 | 425 | 525 625 725 | 825 | 925 | 254
5000 PSI (345 BAR) 0.74 327 | 427 | 527 627 727 | 827 | 927 | 2.96

. - 0.90 329 | 429 | 529 629 729 | 829 | 929 |3.42

Part No: 208-XXX 1.03 331 | 431 | 531 631 731 831 | 931 |3.90

117 333 | 433 | 533 633 733 | 833 | 933 | 4.42

1.31 335 | 435 | 535 635 735 | 835 | 935 | 4.98

1.47 337 | 437 | 587 637 737 | 837 | 937 |556

1.63 339 | 439 | 539 639 739 | 839 | 939 |6.18

1.80 341 | 441 | 54 641 741 841 | 941 |6.83

FLAT TIP SAFETY GUARD 1.98 343 | 443 | 543 643 743 | 843 | 943 |7.51

. . ] 217 L

Fits all major manufacturers airless spray = e o

guns. Flat tips “lock” into cavity for ggg 449 | 549 649 [ 746 9.76
e : i 451 | 551 651 751 10.57
positive alignment. 3.00 453 | 558 | 653 | 753 11.35
5000 PSI (345 BAR) 3.25 455 555 655 755 12.29
. 4.26 463 | 563 663 763 16.13
Part No: 205-999, 7/8” Thread Size 4.43 465 | 565 | 665 | 765 17.17

> Part No: 205-998, 11/16” Thread Size 510 | 10-15 | 15-20 | 20-20.5 |25.5-30.5|30.5-35.5 [35.5-40.5| 40.5-46 | 46-51

GPM | 2-4 46 | 68 | 810 |10-12 | 12-14 | 14-16 | 16-18 | 18-20 | LPM

005 | 107 | 207 | 307 | 407 0.02

0.09 | 109 | 209 | 309 | 409 | 509 609 0.33

STANDARII FLATTIP 042 | 111 211 | 311 | 411 | 511 611 0.49

. . . 018 | 118 | 213 | 313 | 413 | 513 613 713 | 813 0.69

..-; A full range of sizes with large fluid 024 | 1156 | 215 | 315 | 415 | 515 615 715 | 815 0.91

- y capacity. Sold in packs of 4 tips of the 031 [ 117 217 317 417 517 617 717 817 917 [ 1147
‘w A : 0.38 219 | 319 | 419 | 519 619 719 | 819 | o919 [1.47
,ﬂ'"é ¢ T, same size. 0.47 221 | 821 | 421 | 521 621 721 821 | 921 | 1.79
) v 5000 PSI (345 BAR) 0.57 223 | 323 | 423 | 5283 623 723 | 823 | 923 |2.15

e & 0.67 225 | 325 | 425 | 525 625 725 | 825 | 925 | 254
ol Part No: 205-XXX, 4 Pack 0.74 327 427 527 627 727 827 927 | 2.96
- N _ 0.90 329 | 429 | 529 629 729 | 829 | 929 |3.42

Part No: 205-XXXT, Each 1.03 331 | 431 | 531 631 731 831 | 931 |3.90

117 333 | 433 | 533 633 733 | 833 | 933 |4.42

1.31 335 | 435 | 585 635 735 | 835 | 935 |4.98

1.47 337 | 437 | 537 637 737 | 837 | 937 | 556

1.63 330 | 439 | 539 639 739 | 839 | 939 |6.18

510 | 10-15 | 15-20 | 20-20.5 |25.5-30.5/30.5-35.5[35.5-40.5] 40.5-46 | 46-51
d

Tgar “I'Tnn FI"ISH GPM 2-4 4-6 6-8 8-10 10-12 12-14 LPM
- I Unique double-orifice atomizes the coating twice, each  [005] 108 [ 208 | 308 | 408 0.20
F f.-' time finer than the first, to achieve an ultra-fine finish. g?g 110 | 210 | 310 | 410 | 510 gig
‘5':" 25 fan pattern/orifice size combinations are available. T T T o T o T e
Fits in standard flat tip guard, no special guard required. [o024 516 616 | 0.91
5000 PSI (345 BAR) e 5-10 10-15 15-20 20-20.5 25.:-1380.5 30.65‘];35.5 =
Part No: 206-XXX Fan Width - Centimeters
T93F METERING ORIFICE gt size [T
F Insert a metering orifice between your gun and flat tip DO NOT oo o o
- to get increased transfer efficiency, a softer spray Lc’;se II ip 012 o011 049
pattern and spray at lower pressures. Turn your flat A 0.18 0.013 0.69
N tips into fine-finish tips with a metering orifice. Each D
. metering orifice is machined from brass and has ' ' '
solvent resistant o-rings so you don’t have to use a Spray Sora
standard flat tip gasket. Use a metering orifice that is Gun —p Ti'; v
.00” - .004” larger than the tip you are using. Example:
Use a .015” metering orifice with a .013” tip. Nozzle
5000 PSI (345 BAR) Toward
Part No: 101-XXX Flat Tip

www.tritechindustries.com

T93F GASKET

1/8” solvent proof gasket. 12 pack.
5000 PSI (345 BAR)

Part No: 205-990

Trifech

TriTech Industries, Inc., 610 Rahway Avenue, Union, NJ 07083 USA

MADE IN THE U.S.A.
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CARBON STEEL NIPPLES

Typically used to connect two lengths of hose together, either of
the same diameter of when connection hoses of different
diameters.

SWIVEL UNIONS
Typically used to connect a larger or smaller diameter hose to
either your pump outlet fitting or to your spray gun.

PLUGS

Typically used to close up a fluid outlet
on our pump manifold or to cap a hose
end.

SWIVEL CONNECTIONS

Used to connect a hose to a pump
outlet or between a hose and spray
gun.

www.tritechindustries.com TriTech Industries, Inc., 610 Rahway Avenue, Union, NJ 07083 USA

SSURE CARBON STEEL NIPPLES
2000 PSI WP

120-225 1/4" NPT (M) x 1/4" NPT (M)
120-226 1/4" NPT (M) x 3/8" NPT (M)
120-227 3/8" NPT (M) x 3/8" NPT (M)
120-228 3/8" NPT (M) x 1/2" NPT (M)
120-229 1/2" NPT (M) x 1/2" NPT (M)

Part No. Description

120-232 3/8" NPT (F) x 3/8" NPSM (F)
120-233 1/4" NPT (M) x 1/4" NPSM (F)
120-234 1/4" NPT (M) x 3/8" NPSM (F)
120-266 3/8"NPT(M) x 1/4"NPS(F)
120-235 3/8" NPT (M) x 3/8" NPSM (F)
120-236 3/8" NPT (M) x 1/2" NPSM (F)
120-205 3/8" NPT (F) x 1/2" NPSM (M)

HIGH PRESSURE PLUGS
7500 PSI MWP

Part No. Description
120-237 1/4" NPS (M)
120-238 3/8" NPS (M)
120-239 1/2" NPS (M)

HIGH PRESSURE GUN & HOSE SWIVEL
7500 PSI MWP

Part No. Description

120-240 1/4" NPS (M) x 1/4" NPSM (F)
120-242 1/47(F) to 3/8” (M)
120-243 3/8”(M) to 3/8” (F)

Part No. Description
120-250 1/4” NPS (M) x 1/4” NPS(F)

BALL VALVE

Part No. Description
120-275 1/4” x 1/4” Ball Valve (3600PSI)
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Part No. Description
120-270 11/16” t0 7/8”
120-271 7/8”" to 11/16”

866.381.4832



Part No. Description
120-600 5000 PSI Guage
120-650 1/4” Tee Fitting
120-625 Guage Kit

{/:) PRESSURE GUAGE

A 5000 PSI pressure guage helps

to protect your spray systems.

AIRLESS FLUID HOSE

Manufactured to meet the requirements of demanding
work environments. Tough urethane cover resists abrasion
and a special bonding process helps keep these hoses
flexible and reduce coiling and kinking. Spring guards help
prevent kinking at the connections of your pump and gun.

CLEANING AND MAINTENANCE

These products are chemically
engineered to clean, lubricate and
protect your spray systems. Use daily
for cleaning and maintenance.

www.tritechindustries.com

Part No. Description Pressure Color
400-101 1/8” 1.D. x 3’ FxM 3300 PSI1/230 BAR Yellow
400-103 1/8”" 1.D. x 5" FxM 3300 PSI1/230 BAR Yellow
400-105 1/8” 1.D. x 15’ FxM 3300 PSI1/230 BAR Yellow
400-106 1/8” 1.D. x 25’ FBE 3300 PS1/230 BAR Yellow
400-107 1/8” 1.D. x 50’ FBE 3300 PSI1/230 BAR Yellow
400-118 3/16” I.D. x 3' FxM 3300 PSI1/230 BAR Black
400-120 3/16” 1.D. x 5’ FxM 3300 PSI 230 BAR Black
400-119 3/16” 1.D. x 15’ FxM 3300 PSI 230 BAR Black
400-137 3/16” I.D. x 25’ FBE 3300 PSI 230 BAR Black
400-138 3/16” 1.D. x 50’ FBE 3300 PSI 230 BAR Black
400-121 1/4” 1.D. x 5 FBE 3300 PSI 230 BAR Black
400-116 1/4” 1.D. x 25’ FBE 3300 PSI 230 BAR Black
400-114 1/4” 1.D. x 50’ FBE 3300 PSI 230 BAR Black
400-123 1/4” 1.D. x 50’ FBE 5000 PSI 345 BAR Black
400-125 1/4” 1.D. x 50’ FBE 6170PSI 425 BAR Blue
400-134 1/4” 1.D. x 50’ FBE 10,000 PSI 690 BAR Red
400-110 3/8” 1.D. x 50°' FBE 3300 PSI 230 BAR Black
400-129 3/8” 1.D. x 50°' FBE 5600PSI 385 BAR Blue
400-135 3/8”1.D. x 5’ FBE 8000PSI 550 BAR Red
400-130 3/8” 1.D. x 50°' FBE 8000PSI 550 BAR Red
400-132-FF 1/2” 1.D. x 50’ FBE 7200PSI 493 BAR Red

FxM = Female one end + male one end
FBE = Female both ends

PUMP MAINTENANCE

Part No. Description

400-010
- 400-005

i i U1
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TriTech Industries, Inc., 610 Rahway Avenue, Union, NJ 07083 USA

TriTector 320z. Bottle
TriLube 8 oz. Bottle




TriTech Industries

TriTech Industries Inc. began producing airless tips,
guns and other innovative accessories in 2005. We are
part of a larger, award winning group of manufacturing
companies which has been around since 1955. These
companies produce a wide variety of parts for
helicopters, missiles, shock absorbers, and components
for super computers, as well as additional military,
industrial, and aerospace machined parts.

TriTech takes pride in our manufacturing capabilities,
and produces at a level of precision never before seen
within this industry. Every part we create is put through
exactly the same careful process. We start with an
innovative design, and incorporate the highest quality
material to ensure long duty life. Then, we select the right

MADE IN THE U.S.A.

www.tritechindustries.com

machining center to make the part with high precision
and efficiency. Finally, we perform a rigorous inspection
to make sure it meets all standards and specifications.

TriTech’s engineering and sales teams have over 100
years of combined experience in the professional spray
equipment industry. Our goal is to couple that experience
with our precision manufacturing group to produce an
airless sprayer with the longest duty life. Durability and
reliability are the basis for all of our designs. If you have
used our airless tips and guns you already know we are
serious about quality. So, when it’s time to replace that
old airless, think about TriTech as an American made
alternative.

303-133D
REV 218C

CE

1866 387-4832

908-378-1080 | 866-387-4832 (Toll Free within USA) | Fax: 908-378-1659
TriTech Industries, Inc., 610 Rahway Avenue, Union, NJ 07083 USA



